RPS920000082US1 



2/4 



1. 



58 



RECEIVER/ ^ V N 

IANSMITTFR 



TRANSMITTER 



54 



? CABLE | ^56j J 

CONNECTOR PROCESSOR 



58 



CARD SLOT 



60 



46 



44 



IMAGE 
ACQUISITION 



5 



66 



42 



OPERATOR 
CONTROLS 



52 



MEMORY 



50 



Tig. 2 



RPS920000082US1 




C Start y 30 



- i 


r302 

r s 


Capture a visual 
image using a 
digital camera 




r304 


Remove digitized 
image from camera 




r306 

s 


Select an alteration 
method 


< 


r308 


Alter removed image 
data using selected 
alteration method 




r31 0 


Create instructions 
describing method 
necessary to reverse 
the alteration of the 
image 




r31 2 


Encrypt instructions 




r314 


Append encrypted 
instructions to the 
image data 


/ ^ ' 


o\ c 31 6 


Sffidre thp&ltered 
Carriage data £jong 
wjththe e$&ypted 

instructions as a 
single file 



( stop y 31 



RPS920000082US1 



4/4 



C 



Start 



y 



400 





r402 


Receive a file 
including an altered, 

digitized image 
including embedded, 
encrypted instructions 




r404 

' s 


User attempts to 
view the image 



^ v 406 

Has ^ " 
user purchased 
the right to reproduce 
the original 
jmage ? 



No 



408 



Permit the user to 
have access to only 
the altered image 



Yes 



412 



Receive decryption 
key upon payment 

for right to 
reproduce unaltered 
image 



1 


r414 

' s 


Separate encrypted 
instructions from the 
altered image data 




c 41 6 


Decrypt instructions 
using decryption key 




r418 


Use instructions to 
determine method to 
reverse alteration 




r420 

s 


Reproduce unaltered 
image 



c s,op, y ™. 




la. 4 



